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KinTek Group Limited is one technology orientated organization, team members are

devoted to probing the most efficicent and reliable technology and innovations in the

scienticfic researching equipment, fields like biochemical reacting, new materials

researching, heat treatment, vaccum creating, refrigerating, as while as pharmaceutical

and petroleum extracting equipment.
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Vacuum Dental Porcelain Sintering Furnace
Item Number: KT-DV10

Introduction

Get precise and reliable results with KinTek's
Vacuum Porcelain Furnace. Suitable for all
porcelain powders, it features hyperbolic
ceramic furnace function, voice prompt, and
automatic temperature calibration.

Learn More

Heating speed 200℃/min max. (392°F /minute)

Max temperature 1200℃ max(2283°F)

Max temperature holding time 2 hours

Vacuum level 1-101%

Electric power supply 100-120V 50/60HZ 230V 50/60HZ

Rated current 14.5ampere@110V 7.0ampere@230V

Rated output power max 1500w

Dimension H27cm x W36cm x D53cm

Firing chamber diameter 9cm(3.5")

Net weight 20Kg

Weight with package 23.5Kg
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Dental Porcelain Zirconia Sintering Ceramic Furnace Chairside
With Transformer
Item Number: KT-DS10

Introduction

Experience top-notch sintering with Chairside
Sintering Furnace with Transformer. Easy to
operate, noise-free pallet, and automatic
temperature calibration. Order now!

Learn More

Heating speed 200℃/min max. (392°F /minute)

Max temperature 1530℃

Max temperature holding time 2 hours

Electric power supply 100-120V 50/60HZ 230V 50/60HZ

Rated current 14.5ampere@110V 7.0ampere@230V

Rated output power max 1500w

Dimension H27cm x W36cm x D56cm

Firing chamber diameter 9cm(3.5")

Net weight 20Kg

Weight with package 25.5Kg

info@kindle-tech.com | https://kindle-tech.com

https://kindle-tech.com/products/chairside-sintering-furnace-with-transformer?utm_source=pdf
mailto:info@kindle-tech.com
https://kindle-tech.com?utm_source=pdf


Dental Porcelain Zirconia Sintering Ceramic Vacuum Press
Furnace
Item Number: KT-DP10

Introduction

Get precise dental results with Dental Vacuum
Press Furnace. Automatic temperature
calibration, low noise tray, and touch screen
operation. Order now!

Learn More

Heating speed 200℃/min max. (392°F /minute)

Max temperature 1200℃ max (2283°F)

Max temperature holding time 2 hours

Vacuum level 1-101%

Electric power supply 100-120V 50/60HZ 230V 50/60HZ

Rated current 14.5ampere@110V 7.0ampere@230V

Rated output power max 1500w

Dimension H27cm x W36cm x D70cm

Firing chamber diameter 9cm(3.5")

Net weight 23Kg

Weight with package 26.5Kg
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Kintek Solution
Head Quarter: No.89 Science Avenue, High-Tech Zone,
Zhengzhou, China
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