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KinTek Group Limited is one technology orientated organization, team members are
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researching, heat treatment, vaccum creating, refrigerating, as while as pharmaceutical

and petroleum extracting equipment.
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Vacuum Cold Trap Chiller Indirect Cold Trap Chiller
Item Number: KCT-2

Introduction

Boost vacuum system efficiency and prolong
pump life with our Indirect Cold Trap. Built-in
chilling system with no need for fluid or dry ice.
Compact design and easy to use.

Learn More

Model CT40I

Working temperature -40℃-Room temperature

Refrigerant R404A

Compressor Embraco/

Trap tank size Ф160×250/5L

Trap tank material 304/316L

Trapping device 3*500ml Glass bottle

Vacuum port 9.5mm hose barb

Power supply 110/220V, 50/60Hz,Single phase

Dimensions 350W*470D*811H

Weight 45kg
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Vacuum Cold Trap Direct Cold Trap Chiller
Item Number: KCT-1

Introduction

Improve vacuum system efficiency and extend
pump life with our Direct Cold Trap. No chilling
fluid required, compact design with swivel
casters. Stainless steel and glass options
available.

Learn More

Model CT40D CT80D

Working temperature -40℃-Room Temperature -80℃-Room Temperature

Refrigerant R404A

Compressor Embraco/

Trap tank size Ф160×250/5L Ф220×240/9L

Trap tank material 304/316L

Trapper material 304/316L material  

Trapper size Ф150*210mm trap Ф180*200mm

Vacuum port 2*KF25/NW25

Power supply 110/220V, 50/60Hz,Single phase

Dimensions 350W*470D*811H 506W*669D*1388H

Weight 48kg 148kg
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Laboratory Rotary Vane Vacuum Pump For Lab Use
Item Number: VRD

Introduction

Experience high vacuum pumping speed and
stability with our UL-certified Rotary Vane
Vacuum Pump. Two-shift gas ballast valve and
dual oil protection. Easy maintenance and
repair.

Learn More

Voltage frequency AC 100 ~ 120V/60Hz or AC 208 ~ 240V/50/60Hz

Rate (m3/h) 50Hz: 8m3/h (2.2 L/s);60Hz: 9.6m3/h (2.6 L/s)

body material Stainless steel

greatest pressure ≤ 4E-3 Torr

Power (HP) 0.4KW / 0.37KW

motor speed 50Hz: 1440 rpm; 60Hz: 1720 rpm

Volume of oil (ml) 1000

Operating
temperature 5-40℃

vacuum port Built-in KF25D standard inlet/outlet ports

Dimensions (mm) 6.5"X 18"X 9.5"

Net weight (kg) twenty one

application note To protect the environment and human health, use traps and filters to minimize offgassing. To protect the vacuum pump from damage from condensing
vapors or small particles, connect a cold trap or particle trap to the pump front-line.
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Laboratory Vertical Water Circulating Vacuum Pump For Lab
Use
Item Number: KV-1

Introduction

Looking for a reliable water circulating vacuum
pump for your lab or small-scale industry?
Check out our Vertical Water Circulating
Vacuum Pump with five taps and a larger air
sucking amount, perfect for evaporation,
distillation, and more.

Learn More

Detailed material

Ejector check valve Connecting pipe three links pump body impeller Air extraction nozzle

Copper PP NR PP 304 stainless steel 304 stainless steel PP

Model SHZ-C

Vacuum port 5

Single port flowrate 10L/Min

Vacuum pressure 0.098Mpa

Pump Flowrate 80L/Min

Pump heading 12M

Pump head material SS304/PTFE

Reservor volume 50L

Motor power 370W

Dimensions 440*340*830mm

Weight 37Kg
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Laboratory Benchtop Water Circulating Vacuum Pump For Lab
Use
Item Number: KV-2

Introduction

Need a water circulating vacuum pump for your
lab or small-scale industry? Our Benchtop Water
Circulating Vacuum Pump is perfect for
evaporation, distillation, crystallization, and
more.

Learn More

Detailed material

Ejector check valve Connecting pipe three links pump body impeller Air extraction nozzle

PP Copper+PP NR PP PP PA PP

Model SHZ-A SHZ-B

Vacuum port 2 4

Single port flowrate 10L/Min

Vacuum pressure 0.098Mpa

Pump Flowrate 60L/Min

Pump heading 8M

Pump head material SS304/PTFE

Reservor volume 13L 15L

Motor power 180W 370W

Dimensions 400*280*240mm

Weight 15Kg 17Kg
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Circulating Water Vacuum Pump For Laboratory And Industrial
Use
Item Number: KT-VWP

Introduction

Efficient circulating water vacuum pump for labs
- oil-free, corrosion-resistant, quiet operation.
Multiple models available. Get yours now!

Learn More

Model SHZ-D(III) Anti-
corrosion

SHZ-D(III)
PTFE

SHZ-D(III) Stainless
Steel

SHZ-D(III) Four Gauges,
Four Pumps

SHZ-S(III) Top Water
Return

SHZ-95 Vertical Five
Pumps

Display Method Pressure Gauge ×2 Pressure Gauge
×2 Pressure Gauge ×2 Pressure Gauge ×4 Pressure Gauge ×2 Pressure Gauge ×1

Number of Pumping
Heads 2 2 2 4 2 5

Max. Vacuum Degree 0.098MPa 0.098MPa 0.098MPa 0.098MPa 0.098MPa 0.098MPa

Single Head Pumping
Capacity 10L/min 10L/min 10L/min 10L/min 10L/min 10L/min

Flow Rate 60L/min 60L/min 60L/min 60L/min 90L/min 80L/min

Head 8m 8m 8m 8m 8m 12m

Circulating Water
Function Yes Yes Yes No Yes Yes

Pumping Head
Material Copper PTFE Copper Copper Copper Copper

Water Tank Volume 15L 15L 15L 15L 15L 35L

Power Supply
Voltage AC 220V 50Hz AC 220V 50Hz AC 220V 50Hz AC 220V 50Hz AC 220V 50Hz AC 220V 50Hz

Power 180W 180W 180W 370W 180W 370W

Net Weight 8KG 8KG 9.5KG 13KG 9.5KG 24KG

Product Dimensions 395×295×445 395×295×445 395×295×445 395×295×445 395×295×445 440×340×840
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Oil Free Diaphragm Vacuum Pump For Laboratory And
Industrial Use
Item Number: KT-VP

Introduction

Oil-free diaphragm vacuum pump for labs:
clean, reliable, chemical-resistant. Ideal for
filtration, SPE, and rotary evaporation.
Maintenance-free operation.

Learn More

Model DVP-10 DVP-20 DVP-20C (Chemical-Resistant) DVP-40C (Chemical-Resistant)

Pumping Speed 20 L/min 38 L/min 38 L/min 70 L/min

Number of Heads 1 2 2 4

Diaphragm Material NBR NBR PTFE PTFE

Valves Material FKM FKM FFKM FFKM

Ultimate Vacuum < 100 mbar < 10 mbar < 8 mbar < 2 mbar

Max. Pressure 2.5 bar 2.5 bar 1.5 bar 1.5 bar

Rated Motor Speed 1500 rpm 1500 rpm 1500 rpm 1500 rpm

Power Supply AC 100-240V 50/60Hz AC 100-240V 50/60Hz AC 100-240V 50/60Hz AC 100-240V 50/60Hz

Power 90W 180W 180W 320W

Net Weight 5.5 Kg 9.0 Kg 9.5 Kg 12.5 Kg

Dimensions (L×W×H) 220×145×190 mm 315×160×200 mm 315×160×200 mm 340×240×220 mm
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Variable Speed Peristaltic Pump
Item Number: KT-VSP

Introduction

KT-VSP Series Smart Variable Speed Peristaltic
Pumps offer precise flow control for labs,
medical, and industrial applications. Reliable,
contamination-free liquid transfer.

Learn More

Parameter Description

Product Models KT-VSP-01, KT-VSP-02, KT-VSP-03, KT-VSP-04

Power Supply Voltage AC100V AC250V 50Hz/60Hz or DC100V DC275V

Standby Power (Stopped) <11W

Normal Operating Power <20W

Startup Power <40W

Display Method 3-Digit LED

Speed Adjustable Range 0.1-200 rpm

Speed Resolution (rpm) 0.1 rpm (speed ≤ 100 rpm); 1 rpm (speed > 100 rpm)

Timing Range 0.1 sec - 99 hours

Timing Accuracy <20 ms

Timing Adjustment Method Manual: Stepped Adjustment

Communication Continuous Adjustment

Internal Control Speed, Start/Stop, Forward/Reverse, Full Speed

External Control 0-10KHz, 0-5V, 0-10V, 4-20mA, RS485, Footswitch

External Functions Start/Stop Control, Direction Control, Speed Control

Number of Rollers 3

Working Environment Temperature 0-40°C, Humidity <80% (non-condensing)

Protection Class IP31

Net Weight 2.6 KG

Product Dimensions 290 x 142 x 148 mm
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Kintek Solution
Head Quarter: No.89 Science Avenue, High-Tech Zone,
Zhengzhou, China
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