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Rubber Vulcanizer Vulcanizing Machine Plate Vulcanizing Press
For Lab
Item Number: RPM-01

Introduction

The Plate vulcanizing press is a kind of
equipment used in the production of rubber
products, mainly used for the vulcanization of
rubber products. Vulcanization is a key step in
rubber processing.

Learn More

Model No. RPM-01A RPM-01B RPM-01C RPM-01D

Control Mode Manual Electric PLC control Vacuum

Capacity 30/50/100ton orcustomized

Temperature range Room temperature~300℃

Size of working plates 300*300mm or customized

Work layer Single layer heating or integrated cooling and heating

Cooling mode Water cooling water cooling or linear cooling

(W*D*H) Volume 540*400*1250mm 1100*600*1580mm 1100*600*1580mm 1500*600*1580mm

Weight (kg) 210kg 780kg 780kg 900kg

Power supply 3∮， AC380V
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Lab Plastic Pvc Calender Stretch Film Casting Machine For Film
Testing
Item Number: RPM-02

Introduction

The cast film machine is designed for the
molding of polymer cast film products and has
multiple processing functions such as casting,
extrusion, stretching, and compounding.

Learn More

Model No. RPM-02A RPM-02B

Name Single layer Three layers

Screw diameter 25mm(or customized)

L： D（ Ratio of length to diameter） 33:1(or customized)

Screw speed 0-95rpm(Frequency conversion speed regulation)

Motor power 4KW(or customized)

Die lip width 300mm(or customized)

Optional configuration 3CC melt pump or customized、 Manual or hydraulic screen changer、 Pressure sensor、 Pressure sensor、 Unwinding device

calendering part 160x350mmx2or customized

Installation method of calender roller Vertical or parallel

Winding device Friction winding

(W*D*H) Volume 2800*800*1650mm 3500*1600*2200mm

Weight(kg) ≈750kg ≈1.2T

Power Supply 3∮， AC380V
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Twin Screw Extruder Plastic Granulation Machine
Item Number: RPM-03

Introduction

Twin screw extruder plastic granulation
machine is designed for the mixing and
processing experiments of engineering plastics,
modified plastics, waste plastics and
masterbatches.

Learn More

Model No. RPM-03A RPM-03B

Control system PLC controlPLC control

Capacity (kg) About 1-10kg/h(decide by formula ) About 30kg/h(decide by formula )

Feeder Twin screw quantitative feeding or customized

Screw diameter 21.7mm(or customized) 35mm(or customized)

L:D(Length to diameter ratio) 40 : 1 40:1-48:1

rpm Screw speed 0-300rpm 0-500rpm

Motor 4KW 18.5KW

Cooling device Air/water cooling (optional)

Cutting device Water strips/underwater cutting/hot cutting

Screen changer Manual screen changer

Power 12KW 25KW

Volume (mm)(W*D*H) 4000*550*1600mm 6800*960*1940mm

Weight (kg) About 580kg About 1900kg

Power Supply 3∮, AC380V

info@kindle-tech.com | https://kindle-tech.com

https://kindle-tech.com/products/twin-screw-extruder-plastic-granulation-machine?utm_source=pdf
mailto:info@kindle-tech.com
https://kindle-tech.com?utm_source=pdf


Open Type Two Roll Mixing Mill Machine For Rubber Crusher
Item Number: RPM-04

Introduction

Rubber crusher open mixing mill/Open two
roller rubber mixing mill machine is suitable for
mixing and dispersing rubber, plastic raw
materials, pigments, masterbatches and other
high molecular polymers.

Learn More

Model No. RPM-04A RPM-04B RPM-04C

Roller speed Fixed speed Single frequency inverter Dual frequency inverter

Control Mode PID control or PLC program control

Size of roll 120*350mm(or customized)

Heating Mode electrical heating / oil heating

Cooling Mode No cooling or tap water cooling (optional)

Roll gap adjustment Manual or electric gap adjustment

Flipping Mode Manual or automatic flipping

Safety device Reverse stop or emergency opening system

Motor Power 0.75KW or customized * 1 0.75KW or customized * 2

Volume(W*D*H) 1100*560*1150mm

Weight (kg) 400kg 450kg

Power Supply 3∮， AC380V

※Special models can be designed and manufactured according to customer requirements
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Lab Blown Film Extrusion Three Layer Co-Extrusion Film
Blowing Machine
Item Number: RPM-05

Introduction

Lab blown film extrusion is mainly used to
detect the feasibility of film blowing of polymer
materials and the colloid condition in the
materials, as well as the dispersion of colored
dispersions, controlled mixtures, and
extrudates;

Learn More

Model No. RPM-05A RPM-05B

Name Single layer blown film Three layer co-extrusion blown film

Screw diameter 25mm or customized 25mm *3 or customized

Screw aspect ratio （ L/D） 33:1(or customized)

Screw speed 0-95rpmFrequency conversion speed regulation

Motor (kg) Variable frequency motor or servo motor

Main motor power 4KW(or customized)

Die diameter 25mm( or customized) 30mm( or customized)

Max diameter of the film 150-180mm( or customized) 300mm( or customized)

Volume(mm)(W*D*H)  1800*800*2000mm 2100*950*2300mm

Weight(kg) about 450kg about 1100 kg

Power supply 3∮， AC380V

※Special models can be designed according to customers ' requirements.
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Filter Testing Machine Fpv For Dispersion Properties Of
Polymers And Pigments
Item Number: RPM-06

Introduction

The filter testing machine (FPV) is suitable for
testing the dispersion properties of polymers
such as pigments, additives and masterbatches
by extrusion and filtration.

Learn More

Model No. RPM-06A RPM-06B

Control system Computer Control

Screw diameter 20、 25、 30mm (or customized)

Main motor power 4KW (or customized)

length to diameter ratio (L/D) 28:1

Rpm Screw speed 0-95rpm Frequency conversion speed regulation

Pressure sensor 0-35Mpa

Filter According to EN13900-5:2005 standard According to ASTM standard

Outside dimension mm(W*D*H) 1553*650*1350mm 1553*650*1350mm

Weight (kg) About 350kg About300kg

Power Supply 3∮， AC380V
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Lab Internal Rubber Mixer Rubber Kneader Machine For Mixing
And Kneading
Item Number: RPM-07

Introduction

Lab internal rubber mixer is suitable for mixing,
kneading and dispersing various chemical raw
materials such as plastics, rubber, synthetic
rubber, hot melt adhesive and various low-
viscosity materials.

Learn More

Model No. RPM-07A RPM-07B RPM-07C RPM-07D

Mixing volume 1L 3L 5L 10L

Control Mode Key Control/PLC Control (Optional)

Discharge method Reverse discharge or open close type

Drive motor 3.75KW 7.5KW 11KW 18.5KW

Flip motor 0.75KW 0.75KW 0.75KW 0.75KW

Rotor speed (front/rear) 40/31r min(adjustable )

Flip angle 110℃

Air pressure 0.5-0.8Mpa

Volume (H*W*D) 1800*900*1900mm 1900*1300*1500mm 1900*1300*1500mm 2100*1100*2300mm

Weight (kg) 850kg 1300kg 1500kg 1800kg

Power Supply 3∮， AC380V

※Special models can be designed according to customers 'requirements.
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Small Lab Rubber Calendering Machine
Item Number: RPM-08

Introduction

Small lab rubber calendering machine is used
for producing thin, continuous sheets of plastic
or rubber materials. It is commonly employed in
laboratories, small-scale production facilities,
and prototyping environments to create films,
coatings, and laminates with precise thickness
and surface finish.

Learn More

Model No. RPM-08

Control Mode PID control or PLC program control

Calendering rollers 2-4 (or customized)

Diameter of roller 120mm、 160mm、 200mm(or customized)

Installation method of calender roller Vertical or parallel

Range of film thickness 0.1mm~5mm (or customized)

Roller speed 0-30r/min(adjustable)

Motor power 4kw(or customized)

Unwinding device Friction roll

Winding device Friction winding

Volume (W*D*H) 1300*950*1600mm

Weight(kg)  About 900kg About 900kgs

Power Supply 3f， AC380V
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Small Injection Molding Machine For Lab Use
Item Number: RPM-09

Introduction

The small injection molding machinehas fast
and stable movements; good controllability and
repeatability, super energy saving; the product
can be automatically dropped and formed; the
machine body is low, convenient for feeding,
easy to maintain, and no height restrictions on
the installation site.

Learn More

Model No. RPM-09

Control Mode PID control or PLC program control

Calendering rollers 2-4 (or customized)

Diameter of roller 120mm、 160mm、 200mm(or customized)

Installation method of calender roller Vertical or parallel

Range of film thickness 0.1mm~5mm (or customized)

Roller speed 0-30r/min(adjustable)

Motor power 4kw(or customized)

Unwinding device Friction roll

Winding device Friction winding

Volume (W*D*H) 1300*950*1600mm

Weight(kg)  About 900kg About 900kgs

Power Supply 3f， AC380V

info@kindle-tech.com | https://kindle-tech.com

https://kindle-tech.com/products/small-injection-molding-machine?utm_source=pdf
mailto:info@kindle-tech.com
https://kindle-tech.com?utm_source=pdf


Kintek Solution
Head Quarter: No.89 Science Avenue, High-Tech Zone,
Zhengzhou, China

info@kindle-tech.com | https://kindle-tech.com

mailto:info@kindle-tech.com
https://kindle-tech.com?utm_source=pdf

